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By Elbridge Z. Stowell
SUMMARY

The phenomenological theory previously proposed in NACA Technical
Note 4000 for the behavior of metals at elevated temperatures has been
modified to yield transient creep curves by assuming that the metal con-
sists of two phases, each with its own elasticity and viscosity. The
extended theory satisfies the basic requirements for a theory of transi-
ent creep at elevated temperatures: that the transient creep be closely
connected with the subsequent steady creep, and that the apparent expo-
nent of the time in the transient region be permitted wide variations
between O and 1. From this theory it is possible to construct nondimen-
sional creep curves which extend continuously from the transient region
into the steady-state region. The corresponding family of creep curves
for any metal may be obtained from the nondimensional family by use of
appropriate constants. The constants required are those obtained from
steady creep measurements, together with two additional constants which
represent the difference between the phases. The transient creep curves
resulting from this theory are compared with the experimental curves
for pure aluminum, gamme iron, lead, and TO75-T6 aluminum alloy; good
agreement is found.

INTRODUCTION

In studies of the creep of metals, it has become appareént that the
creep behavior at elevated temperatures is different from that at low
temperatures. For relatively pure metals the line of demarcation occurs
at a temperature about one-half that at the melting point. In the high
temperature region it has been shown that many aspects of the elevated-
temperature behavior of some polycrystalline metals may be predicted if
certain data are available concerning theilr steady creep. (See ref. 1.)

The transient or primary creep which takes place before the onset
of the' steady creep 1s not, however, one.of the aspects of metal behavior
which is predictable from the theory of reference 1. This transient com-
ponent of the creep could be very important in some applications. An
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understanding of the nature of transient creep would be highly desirable
not only from the academic point of view but also because of the possi-
bility of predicting the magnitude of the transient creep.

The existing theories of transient creep are inadequate to account
for the actual behavior of polycrystalline metals at elevated tempera-
tures. The so-called "exhaustion theory" of Mott and Nebarro (ref. 2)
is a mechanistic theory involving the motion of dislocations and applies
only to low stress and temperatures. The theory suggested by Orowan
(ref. 3) is a semimechanistic theory which involves the use of thermal
fluctuations to facilitate creep but also requires that the creep strain
be proportional to the cube root of the time. A more recent theory of
Mott (ref. 4}, which also involves the movement of dislocations but is
intended to apply to higher temperatures, likewise requires that the
transient creep strain be proportional to the cube root of the time.
Although some experimental data do indicate. an apparent cube root rela-
tion, this result usually is true for only a ‘part of the time range.
Actually, when the logarithm of the creep strain is plotted against the
logarithm of the time, the apparent exponent of the time may vary any-
where from a value in the neighborhood of ore-sixth to unity. o

One feature which seems to be characteristic of all the existing
theories is that the mechanism which is supposed to give rise to the _
transient creep is distincdtly different from that which glves rise to
the subsequent steady creep. On the other hand, the experimental work
of Dorn and his associates (ref. 5) indicates a strong ipterconnection
between the transient and the steady creep at elevated temperatures.
When the creep strain is plotted sgainst an appropriate parameter, a
single curve is obtained regardless of whether the creep is in the tran-
sient or the steady region. If the mechanism for transient creep were
different from that for steady créep, one would expect two different
temperature dependencies and consequently two curves instead of one
would be required. Thus, any proposed theory of transient creep which
is intended to apply at elevated temperatures must satlisfy at least two
elementary requirements: It must show a close connection with the steady
creep which follows, and it must permit the apparent exponent of the
time in the transient region.to vary over a wide range between O and 1.

In the treatment of the elevated-temperature behavior of metals in
reference 1, the physical properties necessary to describe the behavior
at constant temperature were elasticity and viscosity. The metal was
thus conceived to consist of a single phase specified by the elasticity
and viscosity constants. Suppose, however, that the metal could be more
accurately described as consisting of two phases, each with its own set
of elasticity and viscosity constants. Then, with such a metal, it is
conceivable that, after application of a'stress, the two phases would
come to action at different rates and would thus result in an overall
creep rate which would vary with the time; or, the metal would exhibit
transient creep. '
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This paper is an attempt to account for the experimental phenomena
of transient creep at elevated temperatures by considering the metal to
consist of two phases, each of which satisfies the phenomenoclogicsal rela-
tion of reference 1 separately. On this basis transient creep arises
simply because the two phases have different constants. 'The advantages
of the phenomenological approach are retained by this theory and no new
mechanism is needed or postulated to account for the transient creep.

After the presentation of the theory for transient creep, a com-
perison is made between the results from the theory and experimental

data obtained from four metals at absolute temperatures above gbout one-
half the melting point. o

SYMBOL:S

€ creep strain

M

creep strain rate, per hour

o stress, psi
c applied stress, psi
g0 constant, psi
E elastie tenéile modulus, psi
T temperature, °K
M a temperature funection of the form 2sTe'AH/RT, per hour
s constant, per hour per °K
AR activation energy, calorie/mol
R gas constant, taken as 2 calorie/mol/CK
T time constant, hr
N 2, - M, sinh %%

r=twh§+_?_tam-l - =

By + By 70 M; + M, cosh 20

90
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% time, hr

e-AH/RT,

@ =t hr

Subscripts 1 and 2 epply to phases 1 and 2, thus, M, = 2slTe-AH/ RT

THECRY FOR TRANSTENT CREEP

Previous work on the behavior at elevated temperatures of metals
(ref. 1) has shown that much of theilr behavior is predictable if the,
metal is considered to be an elastic-viscous substance satisfying (at
constant temperature) a relation of the type

Strain rate =

=i
&le

(Stress) + M sinh[_Stress )
Constant

where M 1is a known function of the temperature and E 1is the elastic
modulus. The constants are determined from measurements of the steady
creep rates at constant stress and temperature. The use of this rela-
tion implies that the elastic-wyviscous material is uniform and all of
one phase. Under conditions of constant stress, this simple relation
can yield only a constant creep rate. :

Suppose, however, that two phases were present in the metal, each
with its own set of elasticity and viscosity constants. One phase, for.
example, mlght possess considerably more elastic stiffness than the
other (different values of E), or they might have widely different
viscous properties (Qifferent values of M), or both. In such a case,
under conditions of constant stress, the interactlion between the phases
would result in a variable creep rate.

Assume a polycrystalline metal to consist of two such phases
(designated by subscripts 1 and 2). The phenomenological relation pro-
posed in reference 1 for metals at elevated temperatures is here assumed
to hold for each phase separately (with temperature constant):

él=£-90—l+Ml sinhj‘-;
Ep dt 90

do o
=L 2, M, sinh -2
E2 dt 00 J

where o and 0o 8re the stresses borne by the individual phases.
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Indirect experimentel evidence, to be discussed later, indicates
strongly that the two assumed phases are present in the metal in equal
or nearly equal amounts. If this is so, the following relation must
hold for equilibrium:

L 2_3 (2)

where ¢ 1is the applied stress. Also, since the metal must retain its
continuity, it follows that

€ = &
(3)

€ =€
The relation between the moduli satisfying equations (2) and (3) is

g--1*tf
2

Details of the solution to this problem are presented in the
appendix. There it is shown that the creep strain developed at a time
t after the spplication of a constant stress ¢ is

(54- coshi—a Eg+ coahai

¥ 0o M 9% -1 _ -1 '-t/T. L, 1\gyp 28 inh(2 tanh-ly
e o % )l:eta.nh r - 2 tenh (re )]+(EI+EE) inhsglogms[;(_(_w%ﬂ )

;21+:[—i+2cosh2°
where _
oF Mé sinh %E
r = tanh|t|——1 __ O _ tann~t o _
2El+E2 0'0 20
My + M cosh —
9
|
__"0_<L+_l_)
. v MM Bl B
M M. =
L 2 4 2 cosh 28
Mo My %

It is evident by inspection that the left-hand term in the numersator of
the expression for € will vanish if the phases have the same constants;
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M, E
that is, if ﬁi = Ei = 1. Tt is shown in the appendix that under this

condition the only creep poesible 1s & steady creep proportional to the
time.

The magnitude of the creep as a function of the time therefore

depends on the values of the two parameters %% and %; - These values
2

are unknown, but two limiting cases may be consildered:

(a) The transient creep will be a meximum when the two parameters

M E
ﬁi and El are as different from unity es possible. Suppose as the
2 2
E .
limiting case that El = ». Then equation {4) becomes
2
(m_ - 25)[ . -1 - 1( . /—rﬂ 25 sinh(2 tenh™ 1r)
— + cosh 2 tanh™r - 2 tanh” + Blnh — log —
.. % M, - 9% % sinh[z ta.nh‘l(re't'/T)] (58)
= g 53,

+ £

M.
L M2+2coah 20
My My %

(b) The transient creep will be a minimum when the two parameters

E
L and =% are as close to unity as possible. Suppose as the limlting

My Eo

case that %% = 1. Then equation (4) becomes
( )[e tenh™ T - tanh_l(re-t/ﬁﬂ + 2 sinh %i log Bi?h(e tanh~'r)
° sinh[é tanh-l(re-t/ﬁq
"3 ” (50)
—l+&+2cosh26

where E = El = E2'

In both cases the creep strain may be p&etted as a function of the
time for different wvalues of the parameter ﬁé. One method of presenting
-AH/RT
the data is to plot the creep strain as a function of © = te / s
parameter which has had extensive experimental verification for pure



Al

NACA TN 4396 . T

metals. It 1s shown in the appendix that in the notation of this
baper

£ 1 1 )
Zg +
B O(EI E>

6 = (6)
M -
28T = + gg-+ 2 cosh 20
My e

From equations (5a), (5b), and (6) nondimensional plots have been
E
constructed which show the maximm { fig. 1(a) for L-o and the mini-

Ep
Ep
mum |fig. 1(b) for = 1} possible theoretical transient creep strain
2
for values of %i equal to 1, 5, 10, 15, 20, and 25,
0

These families of curves are universal in the sense that the theo-
retical transient creep characteristics of any material can be obtained
from them by using the constants appropriate to that material to trans-
form the coordinates to ¢€,8 1in each case. This procedure was followed
in the comparison of theory and experiment discussed in the next section.

COMPARISON OF THEORY AND EXPERIMENT

Experimental date sufficiently comprehensive for use in comparison
with theoretical results are available for the creep of three nearly
pure metals: aluminum, gamms iron, lead, and for TO75-T6 aluminum alloy.
In each case the data covered the transient as well as the steady creep
region. Data in the latter region are required in order to determine
the necessary constants.

The numerical values of the experimental constants from steady creep
data (taken from refs. 1, 5, 6, 7, 8, and 9) and the constants assumed
for the calculations are given in table I. (The value of 28T in this
table is considered to vary so slowly with T thet it i taken as con-
stant at a value of T in the middle of the temperature range.) For
the aluminum alloy, reference 1 gives only information on steady creep,
inasmich as the transient creep dats are unpublished.

20
%
to 1, 5, 10, 15, 20, or 25, the corresponding experimental curves were

Because the theoretical curves are calculstéd for ratios equal



8 NACA TN 4396

selected wherever possible with values of %ﬁ closest to these numbers.
0

M E -

The selection of the ratios ﬁé and Ei was made by trial and error,
2

since there is no direct way of determining these ratios. Also, since
the value of o0g is known from steady creep measurements, and since a
)
By
curves, a value of Eo (or E) is implied. Table II lists the values
of E, implied by the calculations (E2 is the same as E for the

aluminum alloy) and compares these values with the corresponding velues
of E;; the resulting ratios of E; to Es must be such as to Justify

the use of figure '1l(a) gr of figure l(b), as the case may be. For the
pure metals the ratio Ei was considerably larger than unity and thus

2
the use of figure 1(a) in obtaining the theoretlcal curves was Justified;
for the aluminum alloy, the ratio was of the order of unity and the use

of figure 1(b) was justified.

a
value of (or -E?) must be assumed for obtainlng the theoretical

1

Figures 2, 3, and 4 show the comparisons of the experimental curves
for the three nearly pure metals with the corresponding theoretical ' ¢
curves determined from figure l(a) made by using the constants listed
in the right-hand columns of table I. 1In all cases the constants used
were the same as those measured for the steady-state condition. The »
agreement with the experimental curves is good in all cases and is
especlally satisfactory in the case of pure aluminum.

Figure 5 shows a similar comparison for the 7075-T6 aluminum alloy.
In this case the theoretical curves were taken from figure 1(b). This
comparison is of speclal interest because the elevated-temperature
behavior of 7075-T6 aluminum alloy has been treated in detail in a
previous paper. (See ref. 1.) The constants selected give a family of
theoretical curves which match the experimental curves well at the higher
stresses; the match is not so good for the very lowest stress %% = 5).
The sudden upward change in curvature at the right-hand end of some of
the experimental curves, representing the onset of tertlary creep, can-
not, of course, be given by a theory which hss no concern with tertiary
creep.
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DISCUSSION

Examination of equation 5(a) or 5(b) shows that the theoretical

stress parameter for the transient condition is ?%f The corresponding
=
parameter for the steady state is known to be é%. (See ref. 1.) Thus

there is an apparent increase in the denominator of the stress parameter
by a fector of 2 in passing from the transient to the steady state. This
factor of 2:is & direct consequence of the original assumption implicit
in equation {2) that the two phases are present in equal amounts.

An Interesting experimental confirmstion of this change in the
denominstor is found in reference 5. In table II of that reference the
numerical value of the denominator (listed as 1/B) is given as 191 pounds
per square inch for pure aluminum under transient conditions. A study
of figure 3 of that reference discloses, however, that the wvalue of

. RT g
Z = c—:eAH/ for the steady state is given by (0.5 X 1011) (sinh 3%,z)hr-l.
This relation indicates a value of 382 pounds per square inch for the
denominator after the creep rate has become constant. The doubling of
the denominator is thus a fact and gives powerful support to the assump-
tion of phases present in equal amounts.

Trensient creep in this theory results from the two phases coming
into action at different rates after an external stress is applied to
the metal. The mechanism is the same as that which ultimately gives
rise to the steady creep embodied in the phenomenological relation of
reference 1, The theory thus satisfies the requirement mentioned in
the "Introduction" that there be an intimate connection between the
transient and the steady creep in the elevated-temperature region. That
it also satisfies the other requirement - a wide range of values for
the apparent exponent of the time - may be seen by a casuasl inspection
of figures 1(a) and 1(b). It is worthy of note that these apparent
exponents do actually give the illusion of being constant over an epprec-
lable range of time in many cases.

McLean, in his study of the creep of pure aluminum, was able to
isolate the different effects which made up the total creep and presented
curves which showed the individual contributions of the grein boundary
shearing, slip, and grain rotation. Figure 6(a), taken from reference 10,
is a typical set of curves of this kind and shows that the grain boundary
shearing comes to a stop after a time, while the other components behave
in a viscous manner and continue to contribute to the creep. In the
present paper, the creep strain given by equation (52) is made up of
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two terms; figure 6(b) shows the individual contributions from each
term. Note the similarity to figure 6(a). The formal correspondence
between the two figures does not necessarily imply that the lower theo-
retical curve is concerned exclusively with grain boundaries, but it is
regarded as significant that the theory for a two-phase material yields
curves similar to those observed in a polyctystalline metal.

A question of interest suggested by this theory concerns the distri-
bution of stress between the phases. Figure 7 shows the distribution of
stress between the phases, calculated from equation (A15) of the appendix
for two values of the stress ratio %2. These curves show that initielly

0
most of the stress 1s borne by the metal of phase 1 and that, as time
passes, more and more of the stress is taken up by the metal of phase 2,
until after a considerable time (t >> T) the loads carried by the two
phases are roughly comparable asnd constant. (The loads are exactly equal

if Mi = MQ,) The higher the ratio %%, the more evenly the load is
divided between the phases when the creep becomes steady.

E M
The difference in the values of L and L for the pure metals

and for the aluminum alloj is noteworthy. The pure metals reguire that
=— be much greater than unity whereas the alloy calls for a value of

Ep

oL - My |

e c l. At the same time, the value of i for the alloy is larger
2

than that for the pure metals.

The nondimensional curve families have been constructed for only

E
two velues of ==, that is, @« and 1. It is belleved that the curves

b
Es .
for any value of ﬁi greater than perhaps 10 would not differ too
2 . o ' ’ :
E E
greatly from those for Ei = o, If it should prove that values of Ei
2 - B

between 1 and 10 are encountered, it might be well to construct an inter-
mediate set. The limited experience with the theory to date has not
yilelded such values.
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CONCLUDING REMARKS

A method has been presented by which transient creep curves for any
material at elevated temperatures may be derived from a set of universal,
nondimensional transient creep curves. The constants which are required
for the conversion are those obtained from measurements on steady creep

: E
alone and two other parameters El and —r where M denotes a tempera-

M

ture function and E, the elastic modulus for each phase.

The comparison between the theoretical curves obtained in this way
with experimental data on pure aluminum, gamms iron, lead, and T7075-T6
aluminum alloy shows that the theory is adequate to account for the
shape and position of the experimental curves. For each metal, the
assumption of a single set of constants yields the entire family of
transient creep curves properly spaced in regerd to stress and tempers-
ture and having substantially the required slope. i

Langley Aeronsutical Laboratory,
National Advisory Committee for Aeronautics,
Langley Field, Va., July 18, 1958.
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APPENDIX
DEVELOPMENT OF FORMULAS FOR TRANSIENT CREEP

Differential Equations of System

Let the polycrystalline metal consist of two phases-designated by
subscripts 1 and 2. The differentisl equations for the system are taken
to be, at constant temperature, two relations identical in form with the
relation proposed in reference 1:

do o}
19 1
€ = B, T + My sinh 5 (AL)
. da . g
& = L2, My sinh = (a2)

For compatibility between the phases, the relations

€l = €2 ) (AB)
él = €2 _ (All-)
must hold and for equilibrium
g, + O
_12_2 =G (a5)

where ¢ is the constant aspplied stress.

One of the stresses, for example, o0y, may be eliminated by means

of equation (A5); a differential equation for o) results:

5 20
M) + My cosh %E My sinh —

o [s]
+ O ginh =+ -« —— O oosh L =0 (46)
at 1 1 o 70
_ o =
Ep Ep BB

dUl
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Solution for Stresses

Equation (A6) has a solution

2a
inh 28 - Mp sinh ==
tanh%;l-tanh'l—MQ—s—go—za =tm%§l—%- '1——9—23 e~/ (ap)
o My + My cosh 35 1 + Ep O0 My + M, cogh-ga
where
___10_(_1_ . 1)
MMo \B1  Ep
T (a8)
M -
et 3 + & + 2 cosh 26
Ml UO
and in which
2El _
(o1) 40 = By + Ep | (29)

is the initial condition.

Similarly, by interchanging subscripts, the corresponding solution
for o is
2

- 2g

M; sinh 29 E _ My sinh £2
tenh%d—z-tanh' ____&__ = tann|i|—2 %E-tanh‘l-————o— /7 (a10)

0 M2+Mlcoshi—g EL+ Be %0 Mp + My cosh 22
in which
2E
2
( 2) t=0 ~ E; + E, (812)

is the initial condition. Denote
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My sinh %—Q
al = tanh'l o —
My + My cosh 22
a0

2g

Ml sinh -66
an = tanh™t =3
]
M2 + Ml cosh -0—6

. ]
B .
r tanhé’-@—lé— %% - a])

T, = tanh 3

I
1
“H S
i._l
=
+ N
=
N3
QIT\)
o 1+]]
'
"

)

In this notation the solutions for the stresses are:

. fo
tanh %(-G—l - a.l>} = rle't/T
0
-
tanh l(ga - 32):' =7 e_t/T
o\g 2
0
- J

or

[N

o -
L 8y + 2 tanh~t <rle_ t/ T)

-1 -t/T
8y + 2 tanh (I:2e )

NACA TN 4396

(A12)

(a13)

(a1k)

(a15)
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It can be readily shown that

81 + ay = 20 (A16)
%
From equations (A13) this relation makes

ry=-r,=r (A17)

The second of equations (A15) may therefore be written
(o7 = - = o}
2 _-28 _ [%l + 2 tanh‘l(re t/Tj] =20 _ 1
% 9

in accordance with condition (A5).

Solution for Strain Rate

Since the stresses are now known, the appropriate functions may
now be inserted into equation (Al) or (A2) to obtain the strain rate.
If the first of equations (Al5) is used for the value of g1, it fol-

lows that

2 2 26
doy \/M1 + M2 + 2M)M, cosh % 21'e-t/-r
at 1,1 1 ree-Zt/T
B Ep
and that
2 -t/T - -2t/
(Ml + Mé cosh %%) are / + Mé sinh %E 1+ re /
) ~2t/T 0 2 <2t/T
g .
sinh _i = 1l - r2e : l--1xrTe .
%o

20

\[ Ml2 + M22 + 2M M, cosh o

Substitution of these quantities into equation (Al) gives for the
strain rate



16 NACA TN 4396

M2+ cosn 2% Mez + MjMp cosh 2
( - M1M2 % - i % 2re-t/ T + (EE'— +'TE]'—)M1M2 sinh 32(]_ + rze-at/ T)

: = Ey 1 1 B2 % (a18)
1,1 -2t/7 ’ 2 2 - 2 S
< + =31 - r2e M €+ + 2M. cogh ==
(El E2>( ) 17+ M 1M %

Note that, if the phases have identical properties (El = E5 = E;
My =M

M) 80 that they become equivalent to a single phase, then

sinh %2 o
r = tanh %-éL - tanh™t _______Ji_z = tanh %(fL - §L) =0
0 1l + cosh %2 0 0
and under this condition
M sinh gi M sinh él cosh él ) )
25 cosh <. 0
JE + 2 cosh 36 %

which is a constant and of the correct form known for steady creep.
Transient creep will therefore appear only as a result of difference
between the phases.

Note also, that even if r has values different from zero, after

an infinite time
26
\’MlMe sinh 66

M -
ey + Eg + 2 cosh 20

My My %

(A20)

(t1)sw =

vhich is likewise a constant; this relation shows that the end result

M
is always steady creep. For stresses largerenough so that the ratios =

and ;2 may be neglected in the denominator, which is the most usual
1

cese, then
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( \FiE; 3 ¢¥%/% o 3% G
€y . = = \|M = > M sinh —
) t=c ea 7 % 1Mo o 1Mo 90
The geometric mean M.lM2 is thus identifisble as
-AH/RT
\,/Mle = 28Te (a21)

from the known expression for steady creep. (See ref. 1.} Note that

o4

for the transient state the stress parameter is == whereas for the
0

_ 2
2z

steady state the parameter is 5
0

Solution for Creep Strain

Integration of equation (A18) yields the creep strain

,

M2 + MM, cosh %E
0

2 2g
h —
H2 + MjM, cos %

Ey

3\

& tanh™ir - 2 uum'l@e4#€ﬂ .

€-=€l=1'

L
Ey

+

3 " >
1,1 sinh 28 sinn(2 tann™1y)
('E':I + —)M]_Mz tan 25 105 =2 T (
£ A = A22)

1
B2

—) \jmla + M2 + 2M;M, cosh %;3

in which (el)t—o = 0 is the initial condition. The values of T

mey be inserted from equation (A8) and the following equation results:

.
M - -
—]-'-+ coshi—“ MM—2+ coshgﬂ
o7
°c_ 0 [2 tanh™lr - 2 ta.nh“l(re‘t/ T):I +
J Ey Ey
- sinh(2 tenh~tr r
(i:l:—+-;:'—2)sinh@log ( h )
o
L 0 sinhi2 tanh'l(re't/ T)] ]
€ =gg = " (a23)
L + & + 2 cosh 23
Mp My %
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Two cases may be considered:

(a) Assume E—l = ©. Under this condition
2

" . . ) oo )
(—J-' + cosh 2—")[2 tanh™r - 2 'bs.nh'l(re't/ T)] + sinh 29 10g oinin(z teml)
% 70 UQ s:l.nh[2 ta.nh'l(re't/ T)]

€ = E—-
2 ", ¥ 4 2 cosn 28
My My %
E1 .
(b) Assume 1o = 1. Under this condition
M /) - -
(——]l - M—z-) Ee.nh‘lr - tanh'l(re v/ T)jl + sinh §—° log sinh(z tenh ]T)
29\ M - % sinh |2 tanh-L(re-t/7)]
"B

E{—]-=+lf271-2cosh2—°
My My 9

In equetions (A24),

E _ M2 sinh -2—0
r = tanh % E—E—_ 20 _ tanh'l
+ c =
1+ ¥2 9 M + M, cosh == 29
%

o0 (1 1)
—_— =
VML Bl B
M
l+M—2+2cosh2°
Mo My 90

T =

Form for Comparison With Date

The creep strain € is usually not plotted against %
by equations (A24) but instead against the parameter 6 =t
in the notation of this paper is

o -0H/RT

(a2ke)

(a24Dp)

as suggested

s which
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(o]
% 0 (_L_!_L)e-AH/RT

6 = & 4o 0B/RT _ _ VMM f1 P2
T

M
1, % + 2 cosh 28

—_ + =

Mp My 9%

From equation (A21), \'MlMQ may be replaced by its value in terms of
the steady creep constants. The final result for the parameter 8 is

9 = te-AH/RT = (A25)
M - )
2ST\I—1- + 3—2-+ 2 cosh 20

1 %0

Universal nondimensional transient creep curves can evidently be con-
structed by using as coordinates the parameters:

Ey
For the case —= = o,
E>
_€ 28T6
0'0, UO
E>  Ep
E1
For the case — =1,
Eo
€ 2sT8
0'0: O'O
E B
or
_€ 2878
oo %
oE 2E

which provide better separation of the curves in the region of zero
transient creep.



20 : ' . NACA TN 4396
REFERENCES

1. Stowell, Elbridge Z.: A Phenomenological Relation Between Stress,
Strain Rate, and Temperature for Metals at Elevated Temperatures.
NACA Rep. 1343, 1958. (Supersedes NACA TN L000.)

2. Mott, N. ¥., and Nabarro, F. R. N.: Dislocation Theory and Transient
Creep. Rep. of a Conference on the Strength of Solids (H. H. Wills
Phys. Lab., Univ. Bristol, July 7-9, 1947}, The Physical Soc., 1948,
pp. 1-19.

3. Orowan, E.: The Creep of Metals. Jour. West of Scotland Iron and

Steel Inst., vol. 54, 1946-1947, pp. 45-82, 93-96; Discussion,
pp. 83-92. - .

4. Sully, A. H.: Recent Advances in Knowledge Concerning the Process of
Creep in Metals. Vol. 6 of Progress in Metal Physics, Bruce Chalmers
and R. King, eds., Pergamon Press, Ltd. (London & New York), 1956,
pp. 135-180.

5. Sherby, 0. D., Trozera, T. A., and Dorn, J. E. The Effects of Creep
Stress History at High Temperatures on the Creep of Aluminum Alloys.
Proc. A.S.T.M., vol. 56, 1956, pp. T89-806.

6. Feltham, P.: The Plastic Flow of Iron and Plain Carbon Steels Above
the Az-Point. Proc. Physical Soc. (London), vol. 66, pt. 10,

no. L406B, Oct. 1, 1953, pp. 865-883.

T. Sherby, 0. D., and Dorn, J. E. Correlations of High Temperature
Creep Data. Forty-First Tech. Rep. (Ser. 22, Contract NT-ONR-295,
TO II, NR-031-O48), Minerals Res. Lab., Univ. of California,
June 1, 1955.

8. McKeown, J.: Creep of Lead and Lead Alloys, Pt. I. - Creep of Virgin
Lead. Jour. Inst., Metals (London), vol. 60, 1937, pp. 201-223,

9. Wiseman, C. D., Sherby, 0. D., and Dorn, J. E.: Creep of Single
Crystals and Polycrystals of Aluminum, Lead, and Tin. Forty-Third
Tech. Rep. (Ser. 22, Contract N7-ONR-295, TO II, NR-031-048),
Minerals Res. Lab., Univ. of California, Nov. 1, 1955.

10. McLeen, D.: Creep Processes in Coarse-Grained Aluminum. Jour. Inst.
Metals (London), vol. 80, May 1952, pp. 507-519.




NACA TN 4396

21



NUMERICAL VALUES OF EXPERIMENTAL AND ASSUMED CONSTANTS

TABLE T

Steady creep constants from
experimental data

Congtan

¥ 8 asgumed Por
thecoretical curves

Metal M, 5 M, [E
28T, %2 calorie | Reference 2eT, 907 2 Lk
nr-l pei |~ mol e psi B, R
Aluminum 0.5 x 10+ [ 382 | 35,800 5 0.5 x 1ot { 38 |o0.02 10| o
(99.987%) :
Qampa iron 2.5 835 | 78,000 6,7 2.5 851 .006 100 |
(0.44% C)
Lead (coarse- | 7.8 96 | *25,h00 8 7.8 96 | .ooh8 1l =
grained) ) o '
TOT?—T6 1.5 4,300 | 3h4,700 1 1.5 4,300 o000k |1,000] 1
L UM LIV~
alloy sheet

*This value of AH (the mean of the two values determined by Wiseman, Sherby, and Dorm
in ref. 9 for single and polyerystals) was used, together with a temperature of 290° K, for

computation of the parsmeter A

from the date of reference 8.

c2
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TABLE IT

COMPATIBILITY OF IMPLIED VALUES OF gl- WITH ASSUMED VALUES

2

Tmplied value of

9o Approximate modulus, )
=—=, Pr 4 T Implied value|Implied value|Assumed value
Metal < 99 E=-— % E E
ﬁe— 2 of B of —*= of L
psi B2 f B
pBL
Altuninwan ’ 1.9 x 10* 107 525 1,049 o
99.9867,
Gemma iron 1.k x 107 3 x 107 21k 417 o
{0.44% C)
Lead (coarse-| 2.0 x 1o* 5 x 100 250 499 ©
grained)
7075-T6 1.1 x 107 107 .9 .8 1
aluninum-

alloy sheet

96¢t NI VOWN

1




Figure 1.- Universsl nondimensional curves for transient creep.
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Figure 2.- Comparison of theory and experiment for

the transient creep of pure aluminum.
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Figure 4.- Comparison
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of theory and experiment for the transient creep of lead.
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Figure 5.- Comparison of theory and experiment for the transient creep of TOT5-T6 aluminum
alloy.
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Relative dHaplessmeny

e-[mrlr - @4(m"/ ‘)] (% + cooh %)

(a) Experimental observations of the indi- {b) Contribution of the individual terms
vidual components by MclLean (ref. 10). from equation (5a) of this paper.
26 M E
E—=5;—lnl;E—l=w.
0 M, P

Figure 6,- Contribution of individual ecomponents to the total traneient creep.
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Figure T.- Theoretical distribution of stress between the two phases for two applied stress
ratios.
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